by frequency

Inductor and transformer items from Sargent auction 2022-06-25
(‘plastic’ means mica trimmers in top of can, plastic frame coil, “999"KHz means “Unknown”)

lot
293
293
283
293
283
283
293
293
293
10 283
11 293
12 283
13 293
14 283
15 283
16 283
17 283
18 283
19 293
20 293
21 283
22 283
23 283
24 283
25 283
26 283
27 283
28 283
29 283
30 293
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make
meissner
meissner
Meissner
meissner
Meissner
Meissner
meissner
meissner
meissner
Meissner
meissner
Meissner
meissner
Miller
Miller
Miller
Miller
Miller
meissner
meissner
Miller
Miller
Miller
Miller
Miller
Miller
Miller
Miller
Miller
ZENITH

part number
16-5700
16-5702
16-6649
16-6649
16-6651
14-1074
14-1074
16-5704
16-5706
16-6552
16-6652
16-6754
16-6756
12-H2
12-H6
13-PH1
13-PH6
14-H6
16-6766
16-6770
12-C1
12-C2
14-C2
14-C6
16-PC10
16-PC2
312-C1
312-C4
KHZ-455
95-1501

F KHz
175
175
175
175
175
262
262
262
262
262
262
262
262
262
262
262
262
262
455
455
455
455
455
455
455
455
455
455
455
455

description

175KHz standard IF input

175KHz standard IF output

“plastic” I.F. 175KC input - top mica caps

175KHz “plastic” standard IF input

“plastic” I.F. 175KC output - top mica caps

262KHz Adj. Osc coil - miniature, battery and 3-way portables
262KHz Adj. Osc coil - miniature, battery and 3-way portables
262KHz standard IF input

262KHz standard IF output

“plastic” I.LF. 262KC input - top mica caps

262KHz “plastic” IF input

262KHz IF Output w/ filter 3/4”

262KHz IF input/interstage, 1/4”, pc-mount
255-270KHz output permeability tuned

262KHz IF w/ diode filter

262KC IF input transformer

262KHz IF transistor/diode transformer

Top-tuned J-tran 262KC output IF w/diode filter
455KHz output IF w/diode filter, 12V tubes automotive receiver
455KHz 3/4” IF output with tweet filter

440-475KC input permeability tuned

440-475KC output permeability tuned

Top-tuned J-tran 455KC output IF

455KHz output IF w/ diode filter

455KHz output top tuned J-tran pc-mount ac-dc radio
top tuned J-tran 455KHz output IF, pc-mount

455KC IF Input

455KHz IF output transformer

455KHz IF transformer, universal all position
455KHz IF transformer
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31
32
33
34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63

283
293
283
283
283
283
283
283
283
283
283
283
283
283
293
293
283
283
283
283
283
283
283
283
283
293
293
283
283
293
283
283
283

Meissner
meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Miller
Miller
Miller
admiral
grayburne
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
Meissner
meissner
meissner
Miller
Miller
miller
Miller
Miller
Miller

14-1033
14-1060
14-4034
14-4243
14-4243
14-6854
16-6559
16-6658
16-6660
16-6661
16-6678
S1-1036
S1-1037
5300
94A28
14B747
14-1022
14-1026
14-1026
14-1027
14-1028
14-1040
14-1056
14-1071
14-1073
14-2436
14-7413
71

71

2005
2022
6300
70-A

456
456
456
456
456
456
456
456
456
456
999
999
999
AC-line
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC
BC

by frequency

456KC Oscillator coil for 6SA7

456KHz oscillator coll

456KC osc coil

shielded 456KC Oscillator coil

shielded 456KC Oscillator coil

Slip-over primary, 7/8”. replacement primary windings.
“plastic” I.LF. 456KC interstage - top mica caps

“plastic” I.LF. 456KC input - top mica caps

“plastic” I.F. 456KC output - top mica caps

456KC “cartwheel” I.F. - replacement IF windings

I.F. Transformer 3/4”

small IF transformer 1/2” sq

small IF transformer 1/2” sq

line choke looks like 3-4 Amps.

antenna coil, adjustable

Vari-loopstick adjustable loopstick antenna coil

Antenna coil

Adjustable Antenna coil

Adjustable Antenna coil

In box: 4 misc Oscillator coils and an RFC. (not the 14-1027 coil)
Adjustable Oscillator coil

universal Oscillator coil

BC Antenna caoll

Adjustable Antenna coill

Adjustable Oscillator coil

midget ant coil

adjustable antenna coil, iron core, shielded

universal adjustable BC osc coil

universal adjustable BC osc coil

transistor loopstick, Q = 450 at 790KHz. For 130pF tuning cap
Transistor Oscillator for 100uF variable cap. Unshielded.
BOX Contains Superex Vari-Tenna (seems packaged as a Miller part.)
miniature adjustable BC antenna coill
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64
65
66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
81
82
83
84
85
86
87
88
89
90
91
92
93
94
95
96

283
283
293
293
293
293
293
293
293
293
293
283
293
283
283
283
283
293
283
283
293
293
293
283
293
293
293
293
283
283
283
283
283

Miller
Miller
superex
meissner
meissner
meissner
grayburne
meissner
meissner
meissner
meissner
Meissner
meissner
Meissner
Miller
Miller
Miller
miller
Miller
Miller
miller
miller
miller
Miller

ge

ge
gramer
zenith
Meissner
Meissner
Meissner
Miller
Miller

72-0SC BC
A-320-R.F. BC
ENERGIZED BC
17-3487 FM10700
14-1040 HFosc
18-3500 LW
25MH125MA RFC
19-1036 RFC
19-1046 RFC
19-1051 RFC
19-1052 RFC
19-1994 RFC
19-2016 RFC
19-2330 RFC
4609 RFC

6175 RFC
72F105AP RFC
9310-40 RFC
20A225RBI RFcoil
EL-55 RFcoil

3243 RFfilter
1898A-X RFfilter
1898A-X RFfilter
20A000RBI RFform
WT56X38 RFtransf
WT56X42 RFtransf
16-6764 RFtransf
95-2049 RFtransf
22-7007  trimmer
22-7029  trimmer
22-7032  trimmer
160-A  trimmer

6148 TV

by frequency

universal repl. BC band osc coil

540-1700KC permeability tuned

“energized” sliding core adjustable loopstick antenna coil
ratio detector coil. 10.7MC written on box.

oscillator coil

175-540KHz plug-in coil 300180 51A097

RFC 3 PIE 25mH 125mA

RFC 3 PIE sections 750uH 125mA 130DCR

RFC 3 PIE sections 10mH 50mA 47DCR

RFC 3 PIE sections 5MH 200mA 13.5DCR

RFC 3 PIE sections 10MH 125mA 28DCR

2.5mH air-core RF choke, unshielded, pie-wound
RFC solenoid encapsulated 10uH 200mA 1.5DCR
30mH RF choke, air-core RF choke, unshielded, pie-wound
5.5uH 850mA RF Choke

TV 0.8uH filament choke

10uH single pie RF choke

RFC, molded, 15uH +/-10% @ 2.5MHz -- 4 pcs in box
adjustable coil Nom. L. 22uH

coupling coil, RF,

LPF for 50KC |.F. SSSR adapter, cath folower in, hi-Z audio out.
adjustable filter/LPF/BPF

adjustable filter/LPF/BPF

Adjustable Resinite coil form only

TRANSFORMER ADJ. 188819 RTD026 P79J960-8 (loose wires)
P125J441-3 188823 (used)

IN BOX: other slug tuned xfm. Appx 7:10 w/ mica cap on 7T. Can says L1-0050 758
Transformer ADJ., 95-2049 721 6813

275-925pF mica trimmer

210-390pF mica trimmer

520-960pF mica trimmer

360-1000pF adjustable padder condenser

700uH peaking coill
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by frequency

97 283 Miller 6152 TV  20uH peaking coil

98 283 Miller 6174 TV  500uH peaking coil

99 283 Miller 6212 TV15 12-35mH tapped horizontal oscillator coil

100 283 Miller 6324 TV15 60-130mH horizontal oscillator adjustable coil

101 283 Miller 6344 TV15 HOR OSC and Sync caoll

102 283 Miller 6350 TV15 focus coll

103 293 miller 6183-A-TV TV15 Hor Osc & Sync Stab, sync freq & phase, hor osc reverse position
104 283 Miller 6335-G TV15 Horizontal oscillator

105 283 Miller 6377-R TV15 HOR waveform coill

106 283 Miller H-133 TV15 HOR OSC cail

107 283 Miller H109 TV15 HOR OSC coil

108 293 miller 6184-TV TV21500 TV IF 21.5MHz ratio detector

109 283 Miller 6027 TV3580 3.58MHz trap

110 283 Miller 6050 TV3580 chroma bandpass

111 293 zenith 95-2421  TV3580 transformer injection coil, R-Y, B-Y, ADJ. 95-2421 902-374 273F6943 1070
112 293 meissner 17-4522 TV43000 43MHz 2nd video IF 44.5 to 45.4MHz

113 293 meissner 17-5001 TV44000 44MHz 1stIF 240144

114 293 meissner 16-3445 TV4500 4.5MHz intercarrier sound IF

115 293 meissner 17-1021  TV4500 4.5MHz sound IF intercarrier

116 293 meissner 17-1033 TV4500 4.5MHz TV ratio detector

117 293 meissner 17-1033 TV4500 4.5MHz TV ratio detector

118 293 meissner 17-3401  TV4500 4.5MHz sound takeoff

119 293 meissner 17-3412  TV4500 4.5MHz interstage sound, 2nd sound IF

120 293 meissner 17-3476  TV4500 4.5MHz ratio detector pc-mount

121 293 meissner 17-3478 TV4500 IN BOX: transformer 972414-1 48953 1 — 6 pin

122 293 meissner 17-3493 TV4500 4.5MHz ratio detector 330198

123 293 meissner 17-3495 TV4500 4.5MHz input/interstage IF transformer X 119-0-29 508061
124 293 meissner 17-3497 TV4500 4.5MHz ratio detector

125 293 meissner 20-1004 TV4500 4.5MHz sound trap, adjustable. — 2 pcs. In box.
126 293 meissner 20-1005 TV4500 4.5MHz sound trap, adjustable. — 2 pcs. In box.
127 283 Miller 1480 TV4500 4.5MHz quadrature coil

128 283 Miller 1481 TV4500 5.4MHz quadrature coil

129 283 Miller 6205 TV4500 4.5MHz IF ratio detector. 2 pcs. One new one used.
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130
131
132
133
134
135
136
137

293
283
283
283
293
283
283
283

miller
Miller
Meissner
Meissner
meissner
Miller
Miller
Miller

17-3497
6205-PC
15-1083
15-1085
19-1921
6211
6322
6210-TV

TV4500
TV4500
TVant
TVant
TVcaoil
TVcaoil
TVcoil
TVcaoil

by frequency

EMPTY BOX ONLY

4.5MHz IF transformer ratio detector pc-mount

“Spider” TV Antenna coil -ant. input transformer for tuners.

antenna coupling transformer 450-300/330-450 (use one on each end for long runs 100°)
adjustable peaking coil, video, 115-195uH

16-42mH tapped sync stabilizer

1.5-10mH adjustable coil

sync stabilizer “ringing coil”. Large air core pie winding

Page 5



